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(57) ABSTRACT

An organic light-emitting display apparatus includes: a
substrate, and an organic light-emitting device disposed on
the substrate. The organic light-emitting device includes a
first electrode, a second electrode, and an intermediate layer
including at least an organic emission layer. In addition, the
organic light-emitting display apparatus further includes a
thin film encapsulating layer disposed on the organic light-
emitting device. The thin film encapsulating layer includes
at least one inorganic film including a low temperature
viscosity transition (LVT) inorganic material. The LVT
inorganic material includes tin oxide and at least one of
boron oxide (B,0;), bismuth oxide (Bi,0;), barium oxide
(BaO), and ammonium dihydrogen phosphate (NH, H,PO,).

21 Claims, 3 Drawing Sheets
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ORGANIC LIGHT-EMITTING DISPLAY
APPARATUS AND METHOD FOR
MANUFACTURING THE SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority to Korean Patent Appli-
cation No. 10-2013-0088269, filed on Jul. 25, 2013, the
disclosure of which is hereby incorporated by reference
herein in its entirety.

TECHNICAL FIELD

The present disclosure relates to an organic light-emitting
display apparatus and a method for manufacturing the same,
and more particularly, to a display apparatus capable of
increasing encapsulation characteristic and durability, and a
method for manufacturing the same.

DISCUSSION OF THE RELATED ART

Recently, display apparatuses have been used in various
ways. As the display apparatuses become slimmer and
lighter, the use of the display apparatuses is increasing. An
organic light-emitting display apparatus is a self-luminous
display apparatus having low power consumption, wide
viewing angles, and high image quality.

The organic light-emitting display apparatus includes an
organic light-emitting device that includes a first electrode,
a second electrode, and at least an organic emission layer
disposed therebetween.

On the other hand, the organic light-emitting device may
be vulnerable to external moisture and heat. Therefore, there
may be a need for an encapsulating structure that encapsu-
lates the organic light-emitting device.

One of methods for forming the encapsulating structure is
a sputtering method which uses a sputtering target. How-
ever, it may be difficult to form the encapsulating structure
by using a sputtering method. Consequently, it may be
difficult to increase the durability and encapsulation char-
acteristics of the organic light-emitting display apparatus
when using a sputtering method.

SUMMARY

Exemplary embodiments of the present invention include
a display apparatus capable of having increased encapsula-
tion characteristics and durability, and a method for manu-
facturing the same.

According to an exemplary embodiment of the present
invention, an organic light-emitting display apparatus
includes: a substrate, and an organic light-emitting device
disposed on the substrate. The organic light-emitting device
includes a first electrode, a second electrode, and an inter-
mediate layer including at least an organic emission layer. In
addition, the organic light-emitting display apparatus further
includes a thin film encapsulating layer disposed on the
organic light-emitting device. The thin film encapsulating
layer includes at least one inorganic film including a low
temperature viscosity transition (LVT) inorganic material.
The LVT inorganic material includes tin oxide and at least
one of boron oxide (B,0;), bismuth oxide (Bi,O;), barium
oxide (BaO), and ammonium dihydrogen phosphate
(NH,H,PO,).

The LVT inorganic material may further include at least
one of tin fluoride, niobium oxide, and tungsten oxide.
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The LVT inorganic material may include tin oxide (SnO)
and X, and in which X may be at least one of B,O;, Bi,0j,
BaO, and NH_H,PO,.

The LVT inorganic material may include tin oxide (SnO),
tin fluoride (SnF,), and X, and in which X is at least one of
B,O;, Bi,0;, BaO, and NH,H,PO,.

The LVT inorganic material may include tin oxide (SnO),
tin fluoride (SnF,), X, and niobium oxide (NbO), and in
which X is at least one of B,O,, Bi,O;, BaO, and
NH,H,PO,.

The LVT inorganic material includes tin oxide (SnO), tin
fluoride (SnF,), X, and tungsten oxide (WO,), and in which
X is at least one of B,O;, Bi,0;, BaO, and NH,H,PO,.

A viscosity transition temperature of the LVT inorganic
material may be a minimum temperature capable of provid-
ing a flowability to the LVT inorganic material.

A viscosity transition temperature of the LVT inorganic
material may be lower than a metamorphic temperature of a
material included in the intermediate layer of the organic
light-emitting device.

The organic light-emitting display apparatus may further
include a planarization layer or a protection layer disposed
between the organic light-emitting device and the thin film
encapsulating layer.

The thin film encapsulating layer may cover a top surface
and a side of the organic light-emitting device.

According to an exemplary embodiment of the present
invention, a method for manufacturing an organic light-
emitting display apparatus includes: forming an organic
light-emitting device on a substrate, in which the organic
light-emitting device includes a first electrode, a second
electrode, and an intermediate layer including at least an
organic emission layer, and forming a thin film encapsulat-
ing layer on the organic light-emitting device. The thin film
encapsulating layer includes at least one inorganic film
including a low temperature viscosity transition (LVT) inor-
ganic material. The LVT inorganic material includes tin
oxide and at least one of boron oxide (B,O;), bismuth oxide
(Bi,05), barium oxide (BaO), and ammonium dihydrogen
phosphate (NH,H,PO,,).

The forming of the thin film encapsulating layer may be
performed using a sputtering process.

The sputtering process may be performed using a sput-
tering target that includes tin oxide and at least one of B,Oj;,
Bi,0;, BaO, and NH,H,PO,.

The sputtering process may be performed while the
substrate is moving in at least one direction.

The sputtering process may use two faced sputtering
targets that do not face the substrate.

The method may further include: generating a plasma in
a space between the two faced sputtering targets, and
disposing the substrate to face the space where the plasma is
generated.

One or more magnet units may be disposed to face a
surface opposite to a surface facing the plasma in surfaces of
the two faced sputtering targets.

The forming of the thin film encapsulating layer may
include: forming a preliminary thin film encapsulating layer
including the LVT inorganic material, and healing the pre-
liminary thin film encapsulating layer.

The healing of the preliminary thin film encapsulating
layer may be performed in a temperature range from a
viscosity transition temperature of the LVT inorganic mate-
rial to a metamorphic temperature of a material included in
the intermediate layer of the organic light-emitting device.

The healing of the preliminary thin film encapsulating
layer may be performed in a temperature range from a
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viscosity transition temperature of the LVT inorganic mate-
rial to a minimum value of metamorphic temperatures of a
material included in the intermediate layer of the organic
light-emitting device.

The healing of the preliminary thin film encapsulating
layer may be performed at a viscosity transition temperature
of the LVT inorganic material.

The healing of the preliminary thin film encapsulating
layer may be performed by annealing the preliminary thin
film encapsulating layer in a temperature range of about 80°
C. to about 132° C. for about one hour to about three hours.

The healing of the preliminary thin film encapsulating
layer may be performed in a vacuum atmosphere or an inert
gas atmosphere.

In accordance with an exemplary embodiment, an organic
light-emitting display apparatus is provided. The organic
light-emitting display apparatus includes a substrate,

and an organic light-emitting device disposed on a top
surface of the substrate. The organic light-emitting device
includes a first electrode, a second electrode, and an inter-
mediate layer including at least an organic emission layer.

In addition, the organic light-emitting display apparatus
further includes a thin film encapsulating layer covering a
top surface and opposing sidewalls of the organic light-
emitting device and having lower edges which protrude
outwardly along the top surface of the substrate. The thin
film encapsulating layer includes at least one inorganic film
including a low temperature viscosity transition (LVT) inor-
ganic material. The LVT inorganic material includes tin
oxide and at least one of boron oxide (B,0;), bismuth oxide
(B1,0;), barium oxide (BaO), and ammonium dihydrogen
phosphate (NH, H,PO,).

BRIEF DESCRIPTION OF THE DRAWINGS

Exemplary embodiments of the present invention can be
understood in more detail from the following detailed
description, taken in conjunction with the accompanying
drawings in which:

FIG. 1 is a schematic cross-sectional view of an organic
light-emitting display apparatus according to an embodi-
ment of the present invention;

FIG. 2 is a schematic cross-sectional view of an organic
light-emitting display apparatus according to an embodi-
ment of the present invention;

FIG. 3 is a schematic cross-sectional view of an organic
light-emitting display apparatus according to an embodi-
ment of the present invention; and

FIGS. 4A to 4D are views of a method for manufacturing
an organic light-emitting display apparatus according to an
embodiment of the present invention.

DETAILED DESCRIPTION OF EXEMPLARY
EMBODIMENTS

Reference will now be made in detail to embodiments,
examples of which are illustrated in the accompanying
drawings, wherein like reference numerals refer to the like
elements throughout. In this regard, exemplary embodi-
ments of the present embodiments may have different forms
and should not be construed as being limited to the descrip-
tions set forth herein. Accordingly, exemplary embodiments
are merely described below, by referring to the figures, to
explain aspects of the present description. As used herein,
the term “and/or” includes any and all combinations of one
or more of the associated listed items. Expressions such as
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“at least one of,” when preceding a list of elements, modify
the entire list of elements and do not modify the individual
elements of the list.

It will be further understood that the terms “comprises”
and/or “comprising” used herein specify the presence of
stated features or components, but do not preclude the
presence or addition of one or more other features or
components.

It will be understood that when a layer, region, or com-
ponent is referred to as being “formed on,” another layer,
region, or component, it can be directly or indirectly formed
on the other layer, region, or component. That is, for
example, intervening layers, regions, or components may be
present.

Sizes of elements in the drawings may be exaggerated for
convenience of explanation. In other words, as sizes and
thicknesses of components in the drawings are arbitrarily
illustrated for convenience of explanation, exemplary
embodiments are not limited thereto.

As used herein, the singular forms, “a”, “an”, and “the”
are intended to include plural forms as well, unless the
context clearly indicates otherwise.

Exemplary embodiments of the present invention will be
described below in more detail with reference to the accom-
panying drawings. Throughout the disclosure, like reference
numerals refer to like parts, and a redundant description
thereof will be omitted.

FIG. 1 is a schematic cross-sectional view of an organic
light-emitting display apparatus according to an embodi-
ment of the present invention.

Referring to FIG. 1, the organic light-emitting display
apparatus 100 includes, for example, a substrate 101, an
organic light-emitting device 120, and a thin film encapsu-
lating layer 150 including at least one inorganic film includ-
ing a low temperature viscosity transition (LVT) inorganic
material.

The substrate 101 may be formed using various materials.
For example, the substrate 101 may be formed of a trans-
parent glass material including silicon oxide (SiO,) as a
main component. In addition, the substrate 101 may be
formed of, for example, a transparent plastic material or a
transparent quartz material. Further, in an embodiment, the
substrate 101 may be, for example, a flexible substrate.
Suitable materials for the flexible substrate include, for
example, polyethylenenaphthalate, polyethylene terephtha-
late, polyacryl, polyimide, polyethersulfone, polyvinyl chlo-
ride, or combinations thereof.

The organic light-emitting device 120 is disposed on the
substrate 101 and includes, for example, a first electrode
121, a second electrode 122, and an intermediate layer 123.
For example, the first electrode 121 is disposed on the
substrate 101, the second electrode 122 is disposed on the
first electrode 121, and the intermediate layer 123 is dis-
posed between the first electrode 121 and the second elec-
trode 122.

In an embodiment, a buffer layer formed of, for example,
silicon oxide (Si0,), silicon nitride (SiN,) and/or silicon
oxynitride (SiON) may be further disposed between the first
electrode 121 and the substrate 101. The buffer layer may
provide a flat surface on the substrate 101 and may prevent
moisture and gas from penetrating through the substrate 101.

For example, the first electrode 121 may function as an
anode, and the second electrode 122 may function as a
cathode. The order of the polarities of the first electrode 121
and the second electrode 122 may be reversed.

When the first electrode 121 functions as the anode, the
first electrode 121 may include, for example, indium tin
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oxide (ITO), indium zinc oxide (IZO), zinc oxide (ZnO), or
indium oxide (In,O;) having a high work function. The first
electrode 121 may further include, for example, a reflection
film including silver (Ag), magnesium (Mg), aluminum
(Al), platinum (Pt), palladium (Pd), gold (Au), nickel (Ni),
neodymium (Nd), iridium (Ir), chromium (Cr), lithium (L),
ytterbium (Yb), calcium (Ca), aluminum-lithium (Al—Li),
magnesium-Indium (Mg—In), or magnesium-silver (Mg—
Ag) depending on the purpose and design condition thereof.

When the second electrode 122 functions as the cathode,
the second electrode 122 may be formed of a metal such as,
for example, Ag, Mg, Al, Pt, Pd, Au, Ni, Nd, Ir, Cr, Li, Ca,
Al—Li, Mg—In, or Mg—Ag. In addition, the second elec-
trode 122 may include, for example, a light transmission
material, such as ITO, 1ZO, ZnO, or In,0;.

The intermediate layer 123 includes, for example, at least
an organic emission layer. In addition to the organic emis-
sion layer, the intermediate layer 123 may include, for
example, at least one selected from the group consisting of
a hole injection layer, a hole transport layer, an electron
transport layer, and an electron injection layer.

When a voltage is applied to the first electrode 121 and the
second electrode 122, visible light is generated from the
intermediate layer 123, and more particularly, the organic
emission layer of the intermediate layer 123.

In an embodiment, the organic light-emitting display
apparatus 100 may include at least one thin film transistor
electrically connected to the organic light-emitting device
120. The organic light-emitting display apparatus 100 may
include, for example, at least one capacitor electrically
connected to the organic light-emitting device 120.

In an embodiment, at least one planarization layer or at
least one protection layer may be provided between the
organic light-emitting device 120 and the thin film encap-
sulating layer 150. The planarization layer or the protection
layer provide a flat surface on the organic light-emitting
device 120 and primarily protect the organic light-emitting
device 120. The planarization layer or the protection layer
may be formed using various insulating materials. For
example, the planarization layer or the protection layer may
be formed using an organic material. For example, in an
embodiment, the planarization layer may be formed of a
material selected from the group consisting of benzocy-
clobutene (BCB), polyimide (PI), polyamide (PA), an
acrylic resin and a phenolic resin. Also, in an embodiment,
the protection layer may be formed of, for example, an
inorganic insulating layer having a silicon oxide (SiO,)
layer, a silicon nitride (SiNx) layer or a stacked structure
thereof.

The thin film encapsulating layer 150 is provided on the
organic light-emitting device 120. The thin film encapsulat-
ing layer 150 includes, for example, at least one inorganic
film including an LVT inorganic material.

The term “viscosity transition temperature” used herein
does not refer to a temperature at which the LVT inorganic
material completely changes from solid to liquid, but refers
to a minimum temperature at which fluidity may be provided
to the LVT inorganic material, that is, a minimum tempera-
ture at which a viscosity of the LVT inorganic material
changes.

The viscosity transition temperature of the LVT inorganic
material may be, for example, lower than the metamorphic
temperature of the material included in the intermediate
layer 123. For example, the viscosity transition temperature
of the LVT inorganic material may be lower than the
minimum value of the metamorphic temperatures of the
material included in the intermediate layer 123.
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The metamorphic temperature of the intermediate layer
123 refers to a temperature that may cause a physical
metamorphosis and/or a chemical metamorphosis of the
material included in the intermediate layer 123. A plurality
of metamorphic temperatures may be present depending on
types and number of the material included in the interme-
diate layer 123. For example, the viscosity transition tem-
perature of the LVT inorganic material and the metamorphic
temperature of the intermediate layer 123 may refer to a
glass transition temperature (Tg) of the LVT inorganic
material and a glass transition temperature (Tg) of an
organic material included in the intermediate layer 123.

The glass transition temperature may be measured by, for
example, performing a Thermo Gravimetric Analysis (TGA)
on the organic material included in the LVT inorganic
material and the intermediate layer 123.

For example, the glass transition temperature may be
derived from a result of a thermal analysis using a TGA and
a Differential Scanning calorimetry (DSC) with respect to
the material included in the intermediate layer 123 (N,
atmosphere, temperature range: room temperature to about
600° C. (10° C./min)-TGA, room temperature to about 400°
C.-DSC, pan type: Pt pan in disposable Al Pan (TGA),
disposable Al pan (DSC)), which may easily be recognized
by those skilled in the art.

The metamorphic temperature of the material included in
the intermediate layer 123 may exceed, for example, about
130° C., but exemplary embodiments of the present inven-
tion are not limited thereto. As described above, the meta-
morphic temperature of the material included in the inter-
mediate layer 123 may readily be measured through the
TGA.

The minimum value among the metamorphic tempera-
tures of the material included in the intermediate layer 123
may be, for example, about 130° C. to about 140° C. For
example, the minimum value among the metamorphic tem-
peratures of the material included in the intermediate layer
123 may be, for example, about 132° C., but exemplary
embodiments of the present invention are not limited
thereto. As described above, the minimum value among the
metamorphic temperatures of the material included in the
intermediate layer 123 may be determined by obtaining the
values of Tg through the TGA and selecting the minimum
value among the various values of Tg.

For example, the viscosity transition temperature of the
LVT inorganic material may be about 80° C. or higher. In an
embodiment, the viscosity transition temperature of the LVT
inorganic material may be, for example, in the range of
about 80° C. to about 132° C., but exemplary embodiments
of'the present invention are not limited thereto. For example,
in an embodiment, the viscosity transition temperature of the
LVT inorganic material may be about 80° C. to about 120°
C., or about 100° C. to about 120° C., but exemplary
embodiments of the present invention are not limited
thereto. For example, in an embodiment, the viscosity tran-
sition temperature of the LVT inorganic material may be
about 110° C.

The LVT inorganic material may be a single compound or
a mixture of two or more kinds of compounds.

The LVT inorganic material includes, for example, tin
oxide (for example, SnO or SnQO,). In addition, the LVT
inorganic material further includes, for example, any one of
boron oxide (B,0;), bismuth oxide (Bi,O;), barium oxide
(BaO), and ammonium dihydrogen phosphate (NH, H,PO,).
The content of SnO may be, for example, about 20 wt % to
about 100 wt %.
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For example, the LVT inorganic material may further
include one or more of tin fluoride (for example, SnF,),
niobium oxide (for example, NbO), and tungsten oxide (for
example, WO,), but exemplary embodiments of the present
invention are not limited thereto.

For example, the LVT inorganic material may be

SnO and X;

SnO, SnF,, and X;

SnO, SnF,, X, and NbO; or

SnO, SnF,, X, and WO;.

The X may be, for example, any one of B,O;, Bi,O;,
BaO, and NH_H,PO,.

Alternatively, in an embodiment, the X may be, for
example, multiple. For example, the X may include B,O;
and BaO. In this case, the LVT inorganic material may be

SnO, B,0O;, and BaO;

SnO, SnF,, B,0;, and BaO;

SnO, SnF,, B,0;, BaO, and NbO; or

SnO, SnF,, B,0,, BaO, and WO,.

However, the present embodiment of the present inven-
tion is not limited thereto, and the X may include, for
example, at least two of B,O;, Bi,0;, BaO, and NH,H,PO,.

As all of B,0;, Bi,0,, BaO, and NH,H,PO, have an
excellent reactivity with SnO, the LVT inorganic material
may readily be formed. As B,0;, Bi,O;, BaO, and
NH,H,PO, each have a low reactivity with moisture, it is
possible to prevent the thin film encapsulating layer 150
including the LVT inorganic material from being expanded
by moisture or being peeled off from adjacent layers. There-
fore, dark spots of the organic light-emitting display appa-
ratus 100 are suppressed, and the durability thereof is
increased.

As B,O; has excellent chemical durability and a low
melting point, the manufacturing process and encapsulation
characteristic of the thin film encapsulating layer 150 by
using the LVT inorganic material are increased. As BaO has
excellent chemical durability and a high transmittance, a
transmittance of the thin film encapsulating layer 150 is
increased. NH, H,PO, effectively suppresses a reactivity
with moisture while reacting with SnO.

For example, the LVT inorganic material may have the
following composition, but the present embodiment of the
present invention is not limited thereto. As described above,
X may be, for example, any one of B,O;, Bi,0;, BaO, and
NH,H,PO,. Alternatively, in an embodiment, X may
include, for example, at least two of B,0;, Bi,O;, BaO, and
NH,H,PO,.

1) SnO (80 wt %) and X (20 wt %); (for example, X
means 20 wt % of B,O; or 20 wt % of (B,0,+Ba0)

2) SnO (20-50 wt %), SnF, (30-60 wt %), and X (10-30
wt %) (where the total weight of SnO, SnF,, and X is 100
wt %);

3) SnO (20-50 wt %), SnF, (30-60 wt %), X (10-30 wt %),
and NbO (1-5 wt %) (where the total weight of SnO, SnF,,
X, and NbO is 100 wt %); or

4) SnO (20-50 wt %), SnF, (30-60 wt %), X (10-30 wt %),
and WO, (1-5 wt %) (where the total weight of SnO, SnF,,
X, and WO; is 100 wt %).

For example, the LVT inorganic material may include
SnO (42.5 wt %), SnF, (40 wt %), X (15 wt %), and WO,
(2.5 wt %), but exemplary embodiments of the present
invention are not limited thereto.

When the thin film encapsulating layer 150 including the
inorganic film of the above-described composition is
formed, the viscosity transition temperature may be main-
tained to be lower than the metamorphic temperature of the
intermediate layer 123. Therefore, various types of defects,
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which may be formed in the thin film encapsulating layer
150, may be healed in a healing process to be described
below.

In an embodiment, the thin film encapsulating layer 150
may include, for example, a film-formation component. The
film-formation component may be, for example, inorganic
particles formed during the film formation process of the
thin film encapsulating layer 150. As described below, the
film-formation component may be healed in the subsequent
healing process and form a portion of the thin film encap-
sulating layer 150.

The organic light-emitting display apparatus 100 accord-
ing to the present embodiment includes, for example, the
thin film encapsulating layer 150 on the organic light-
emitting device 120, and the thin film encapsulating layer
150 includes, for example, the LVT inorganic material.
Therefore, it is possible to prevent thermal damage to the
intermediate layer 123 of the organic light-emitting device
120 and to increase moisture permeability characteristics
thereof. In addition, the use of the thin film encapsulating
layer 150 suppresses damage to the organic light-emitting
display apparatus 100 even though various film-formation
components may be generated.

According to the present embodiment, as the LVT inor-
ganic material provided in the thin film encapsulating layer
150 includes, for example, SnO and one or more of B,O;,
Bi,0;, BaO, and NH,H,PO,, a reactivity with SnO is
increased and a reactivity with moisture is suppressed.
Hence, a manufacturing characteristic of the thin film encap-
sulating layer 150 is increased, and an encapsulation char-
acteristic of the thin film encapsulating layer 150 is
increased. Consequently, the failure of the organic light-
emitting display apparatus 100 is suppressed, and the dura-
bility of the organic light-emitting display apparatus 100 is
increased.

FIG. 2 is a schematic cross-sectional view of an organic
light-emitting display apparatus according to an embodi-
ment of the present invention. Referring to FIG. 2, the
organic light-emitting display apparatus 200 includes, for
example, a substrate 201, an organic light-emitting device
220, and a thin film encapsulating layer 250 including at
least one inorganic film including an LVT inorganic mate-
rial.

The organic light-emitting device 220 includes, for
example, a first electrode 221, a second electrode 222, and
an intermediate layer 223.

For convenience, the following description will focus on
differences between the above-described organic light-emit-
ting display apparatus of FIG. 1 and the organic light-
emitting display apparatus of the present exemplary embodi-
ment of FIG. 2.

The present embodiment of FIG. 2 differs from the
above-described organic light-emitting display apparatus of
FIG. 1 in the structure of the thin film encapsulating layer
250. In the present embodiment, the thin film encapsulating
layer 250 is configured to cover a top surface and a side of
the organic light-emitting device 220. This may prevent the
organic light-emitting device 220 from being damaged from
moisture, external gas, and foreign substances. In addition,
the thin film encapsulating layer 250 contacts the substrate
201. Therefore, the thin film encapsulating layer 250 effec-
tively encapsulates the organic light-emitting device 220. As
the thin film encapsulating layer 250 contacts the substrate
201, the thin film encapsulating layer 250 may not be peeled
off from the organic light-emitting display apparatus 200,
and the durability of the thin film encapsulating layer 250 is
increased. In an embodiment, the thin film encapsulating
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layer 250 may contact an insulating film or a conductive film
additionally formed on the top surface of the substrate 201.

As materials used to form the organic light-emitting
device 220 and the thin film encapsulating layer 250 are
substantially identical to those materials used to form the
above-described organic light-emitting display apparatus of
FIG. 1, a detailed description thereof will be omitted.

FIG. 3 is a cross-sectional view of an organic light-
emitting display apparatus according to an embodiment of
the present invention.

Referring to FIG. 3, the organic light-emitting display
apparatus 200" includes, for example, a substrate 201', an
organic light-emitting device 220', and a thin film encapsu-
lating layer 250'. The thin film encapsulating layer 250'
includes, for example, at least one inorganic film including
an LVT inorganic material. The organic light-emitting
device 220' includes, for example, a first electrode 221', a
second electrode 222', and an intermediate layer 223".

For convenience, the following description will focus on
differences between the above-described organic light-emit-
ting display apparatuses of FIGS. 1 and 2 and the organic
light-emitting display apparatus of the present embodiment
of FIG. 3.

In the present embodiment, an edge of the thin film
encapsulating layer 250" protrudes outward. For example, a
region contacting the substrate 201" in the thin film encap-
sulating layer 250" protrudes, leading to an increase in a
contact area between the thin film encapsulating layer 250'
and the substrate 201'. Due to the increase in the contact area
between the thin film encapsulating layer 250' and the
substrate 201", it is possible to effectively prevent moisture,
gas and foreign substances from penetrating through a gap
between the thin film encapsulating layer 250' and the
substrate 201'. In addition, as the thin film encapsulating
layer 250' is stably connected to the substrate 201', the
durability of the thin film encapsulating layer 250' and the
organic light-emitting display apparatus 200' is increased.

As materials used to form the organic light-emitting
device 220' and the thin film encapsulating layer 250" are
substantially identical to those materials used to form the
above-described organic light-emitting display apparatuses
of FIGS. 1 and 2, a detailed description thereof will be
omitted.

FIGS. 4A to 4D are views of a method for manufacturing
an organic light-emitting display apparatus according to an
embodiment of the present invention.

In this embodiment, a method for manufacturing the
organic light-emitting display apparatus 200 of FIG. 2 will
be described below. However, this is merely for convenience
of description, and it is clear that the present embodiment
may also be applied to, for example, the organic light-
emitting display apparatuses 100 and 200" of FIGS. 1 and 3,
respectively.

Referring to FIG. 4A, an organic light emitting device 220
is formed on a substrate 201. The organic light-emitting
device 220 includes, for example, a first electrode 221, a
second electrode 222, and an intermediate layer 223. The
intermediate layer 223 includes, for example, at least an
inorganic emission layer.

In an embodiment, a planarization layer or a protection
layer may be, for example, further formed on the organic
light-emitting device 220.

Referring to FIG. 4B, a preliminary thin film encapsulat-
ing layer 251 for forming a thin film encapsulating layer 250
is formed. As described above, the preliminary thin film
encapsulating layer 251 is formed using, for example, an
LVT inorganic material. The forming of the preliminary thin
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film encapsulating layer 251 may be performed using, for
example, a sputtering process, a vacuum evaporation pro-
cess, a low-temperature deposition process, an electron
beam coating process, or an ion plating process.

For example, the LVT inorganic material having a com-
position SnO—SnF,—X—WO; may be provided on the
organic light-emitting device 220 through the sputtering
process. In this case, as described above, X includes, for
example, at least one of B,0;, Bi,O;, BaO, and NH,H,PO,.

FIG. 4C exemplarily illustrates a method of forming the
preliminary thin film encapsulating layer 251 including the
LVT inorganic material on the organic light-emitting device
220 and the substrate 201 by using a sputtering apparatus
SA.

Referring to FIG. 4C, the sputtering apparatus SA
includes, for example, two faced sputtering targets TA
within a housing HU.

The sputtering target TA includes, for example, SnO and
X. As described above, X includes, for example, at least one
of B,O;, Bi,0,, BaO, and NH,H,PO,. For example, the
sputtering target TA includes SnO, SnF,, X, and WO, and
X includes at least one of B,0O;, Bi,O,;, BaO, and
NH,H,PO,.

Magnet units MG are disposed on surfaces opposite to the
surfaces facing the sputtering targets TA. The substrate 201
does not directly face the sputtering targets TA. For
example, the substrate 201 is disposed to face a space
between the two faced sputtering targets. Plasma is gener-
ated in the space between the two faced sputtering targets
TA. Atoms of inert gas, such as, for example, argon (Ar),
which has no direct relation to the sputtering, rarely directly
travels towards the substrate 201. Therefore, it is possible to
prevent damage to the surface of the substrate 201 or the
organic light-emitting device 220 formed on the surface of
the substrate 201.

In the present embodiment, the organic light-emitting
device 220 has been formed on the substrate 201. However,
alternatively, in an embodiment, a planarization layer or a
protection layer may be formed on the substrate 201 prior to
forming the organic light-emitting device 220. To effectively
perform the process of forming the preliminary thin film
encapsulating layer 251, the process may be performed, for
example, while the substrate 201 is moving in one or more
directions. In this manner, the preliminary thin film encap-
sulating layer 251 having a desired thickness (for example,
about 1 pm) may readily be formed.

In an embodiment, the preliminary thin film encapsulating
layer 251 may include various defects such as, for example,
a film-formation component, a pinhole, and an environmen-
tal component. The environmental component is, for
example, an organic material or an inorganic material. The
environmental component may be, for example, particles
attached during the forming of the organic light-emitting
display apparatus 200. In addition, defects such as, for
example, an empty space between the preliminary thin film
encapsulating layer 251 and the organic light-emitting
device 120 may be generated. The film-formation compo-
nent refers to an aggregate particle of the LVT inorganic
material that does not contribute to the film formation during
the film formation of the preliminary thin film encapsulating
layer 251. The pinhole is a region where the LVT inorganic
material is not provided.

The above-described defects of the preliminary thin film
encapsulating layer 251 may serve as a passage of external
environmental materials such as, for example, moisture or
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oxygen. This may cause progressive dark spots to be formed,
which may reduce the life of the organic light-emitting
display apparatus 200.

Therefore, after the preliminary thin film encapsulating
layer 251 is formed, a healing process is performed to form
the thin film encapsulating layer 250 as illustrated in FIG.
4D.

The healing process is performed, for example, at a higher
temperature than a viscosity transition temperature of the
LVT inorganic material. For example, the healing process
may be performed by annealing the preliminary thin film
encapsulating layer 251 in the range from the viscosity
transition temperature of the LVT inorganic material to the
metamorphic temperature of the material of the intermediate
layer included in the organic light-emitting device 220.
Alternatively, in an embodiment, the healing process may be
performed by, for example, annealing the preliminary thin
film encapsulating layer 251 in the range from the viscosity
transition temperature of the LVT inorganic material to a
minimum value of metamorphic temperatures of the mate-
rial included in the intermediate layer of the organic light-
emitting device 220. Alternatively, in an embodiment, the
healing process may be performed, for example, at the
viscosity transition temperature of the LVT inorganic mate-
rial. For example, the healing process may be performed by
annealing the preliminary thin film encapsulating layer 251
in the range of about 80° C. to about 132° C. (for example,
in the range of about 80° C. to about 120° C. or in the range
of about 100° C. to about 120° C.) for about one hour to
about three hours (for example, at about 110° C. for about
two hours), but exemplary embodiments of the present
invention are not limited thereto. When the temperature of
the heating process satisfies the above-described range, the
fluidity of the LVT inorganic material of the preliminary thin
film encapsulating layer 251 may be achieved and the
metamorphosis of the intermediate layer of the organic
light-emitting device 220 may be prevented. To prevent the
preliminary thin film encapsulating layer 251 from being
exposed to the external environment through the pinhole, the
healing process may be performed, for example, in an IR
oven under a vacuum atmosphere or an inert gas atmosphere
(for example, N, atmosphere or Ar atmosphere).

Due to the healing process, the LVT inorganic material
included in the preliminary thin film encapsulating layer 251
may be fluidized. The fluidized LVT inorganic material may
have a flowability. Therefore, during the healing process, the
fluidized LVT inorganic material may flow in and fill a gap
formed by the environmental component, the fluidized LVT
inorganic material may flow in and fill the pinhole, and the
film-formation component may be fluidized and fill the
pinhole.

By forming the thin film encapsulating layer 250, the
organic light-emitting display apparatus 200 is completed.

In addition, alternatively in an embodiment, a healing
process may be further performed. In other words, the heat
resistance and mechanical strength of the thin film encap-
sulating layer 250 may be increased by performing the
healing process two times.

As described above, according to embodiments of the
present invention, the organic light-emitting display appa-
ratus and the method for manufacturing the same may
readily increase the durability and encapsulation character-
istics thereof.

Having described exemplary embodiments of the present
invention, it is further noted that it is readily apparent to
those of ordinary skill in the art that various modifications
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may be made without departing from the spirit and scope of
the invention which is defined by the metes and bounds of
the appended claims.

What is claimed is:

1. An organic light-emitting display apparatus compris-
ing:

a substrate;

an organic light-emitting device disposed on the substrate,

wherein the organic light-emitting device comprises a
first electrode, a second electrode, and an intermediate
layer including at least an organic emission layer; and
a thin film encapsulating layer disposed on the organic
light-emitting device, wherein the thin film encapsu-
lating layer comprises at least one inorganic film
including a low temperature viscosity transition (LVT)
inorganic material, wherein the LVT inorganic material
includes tin oxide and at least one of boron oxide
(B,0;), bismuth oxide (Bi,O;), barium oxide (BaO),
and ammonium dihydrogen phosphate (NH,H,PO,),

wherein a viscosity transition temperature of the LVT
inorganic material is lower than a metamorphic tem-
perature of the intermediate layer.

2. The organic light-emitting display apparatus of claim 1,
wherein the LVT inorganic material further includes at least
one of tin fluoride, niobium oxide, and tungsten oxide.

3. The organic light-emitting display apparatus of claim 1,
wherein the LVT inorganic material includes tin oxide (SnO)
and X, wherein X is at least one of B,0O;, Bi,O;, BaO, and
NH,H,PO,.

4. An organic light-emitting display apparatus compris-
ing:

a substrate;

an organic light-emitting device disposed on the substrate,

wherein the organic light-emitting device comprises a
first electrode, a second electrode, and an intermediate
layer including at least an organic emission layer; and
a thin film encapsulating layer disposed on the organic
light-emitting device, wherein the thin film encapsu-
lating layer comprises at least one inorganic film
including a low temperature viscosity transition (LVT)
inorganic material, wherein the LVT inorganic material
includes tin oxide and at least one of boron oxide
(B,0;), bismuth oxide (Bi,O;), barium oxide (BaO),
and ammonium dihydrogen phosphate (NH,H,PO,),

wherein the LVT inorganic material includes tin oxide
(SnO), tin fluoride (SnF,), and X, wherein X is at least
one of B,0;, Bi,O;, BaO, and NH_H,PO,.

5. The organic light-emitting display apparatus of claim 4,
wherein the LVT inorganic material further includes nio-
bium oxide (NbO).

6. The organic light-emitting display of claim 4, wherein
the LVT inorganic material further includes tungsten oxide
(WO,).

7. The organic light-emitting display apparatus of claim 1,
wherein a viscosity transition temperature of the LVT inor-
ganic material is a minimum temperature capable of pro-
viding a flowability to the LVT inorganic material.

8. The organic light-emitting display apparatus of claim 1,
wherein the thin film encapsulating layer covers a top
surface and a side of the organic light-emitting device.

9. A method for manufacturing an organic light-emitting
display apparatus, the method comprising:

forming an organic light-emitting device on a substrate,

wherein the organic light-emitting device includes a
first electrode, a second electrode, and an intermediate
layer including at least an organic emission layer; and
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forming a thin film encapsulating layer on the organic
light-emitting device, wherein the thin film encapsu-
lating layer comprises at least one inorganic film
including a low temperature viscosity transition (LVT)
inorganic material, wherein the LVT inorganic material
includes tin oxide and at least one of boron oxide
(B,0;), bismuth oxide (Bi,O;), barium oxide (BaO),
and ammonium dihydrogen phosphate (NH,H,PO,),

wherein when the thin film encapsulation layer is formed,
the viscosity transmission temperature is maintained to
be lower than the metamorphic temperature of the
intermediate layer.

10. The method of claim 9, wherein the forming of the
thin film encapsulating layer is performed using a sputtering
process.

11. The method of claim 10, wherein the sputtering
process is performed using a sputtering target that includes
tin oxide and at least one B,O;, Bi,O,, BaO, and
NH,H,PO,.

12. The method of claim 10, wherein the sputtering
process is performed while the substrate is moving in at least
one direction.

13. The method of claim 10, wherein the sputtering
process uses two faced sputtering targets that do not face the
substrate.

14. The method of claim 13, further comprising:

generating a plasma in a space between the two faced

sputtering targets; and

disposing the substrate to face the space where the plasma

is generated.

15. The method of claim 14, wherein one or more magnet
units are disposed to face a surface opposite to a surface
facing the plasma in surfaces of the two faced sputtering
targets.
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16. The method of claim 9, wherein the forming of the
thin film encapsulating layer comprises:

forming a preliminary thin film encapsulating layer
including the LVT inorganic material; and

healing the preliminary thin film encapsulating layer.

17. The method of claim 16, wherein the healing of the
preliminary thin film encapsulating layer is performed in a
temperature range from a viscosity transition temperature of
the LVT inorganic material to a metamorphic temperature of
a material included in the intermediate layer of the organic
light-emitting device.

18. The method of claim 16, wherein the healing of the
preliminary thin film encapsulating layer is performed in a
temperature range from a viscosity transition temperature of
the LVT inorganic material to a minimum value of meta-
morphic temperatures of a material included in the interme-
diate layer of the organic light-emitting device.

19. The method of claim 16, wherein the healing of the
preliminary thin film encapsulating layer is performed at a
viscosity transition temperature of the LVT inorganic mate-
rial.

20. The method of claim 16, wherein the healing of the
preliminary thin film encapsulating layer is performed by
annealing the preliminary thin film encapsulating layer in a
temperature range of about 80° C. to about 132° C. for about
one hour to about three hours.

21. The method of claim 16, wherein the healing of the
preliminary thin film encapsulating layer is performed in a
vacuum atmosphere or an inert gas atmosphere.
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